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SBL: 60.77-2-61

AutoCAD SHX Text
NEW 36" SQUARE x 12" DEEP CONCRETE FOOTING ON UNDISTURBED EARTH. REINFORCE WITH 3- #5 BARS EACH WAY. REFER TO PLANS FOR NEW FOOTING LOCATIONS.

AutoCAD SHX Text
NEW 4" 3000psi CONCRETE SLAB REINFORCED WITH 6x6 10/10 WWF OVER 6MIL POLY VAPOR BARRIER OVER 6" CRUSHED STONE ON UNDISTURBED EARTH. INSTALL 24" WIDE x 2"/R-10 THICK RIGID INSULATION AT PERIMETER OF SLAB. SLOPE SLAB AT 45d ANGLE AT SLAB EDGE. TYP.

AutoCAD SHX Text
EXISTING SUB-GRADE UNDER EXISTING SLAB TO REMAIN.

AutoCAD SHX Text
INSTALL NEW 2" /R-10 XPS FOAM INSULATION CONTINUOUS FROM BOTTOM OF NEW SLAB DOWN EXTERIOR FOUNDATION WALLS TO TOP OF EXISTING FOOTING. TYPICAL.

AutoCAD SHX Text
NEW PRE-FINISHED WOOD FLOOR ON  " T&G PLYWOOD 34" T&G PLYWOOD UNDERLAYMENT OVER 2x TREATED SLEEPERS AT 16"OC. INSULATE BETWEEN SLEEPERS WITH 1.5" /R-7 XPS FOAM INSULATION.

AutoCAD SHX Text
1 HOUR WALLS AT HALLWAY. SEE WALL TYPE DETAIL: A/A2

AutoCAD SHX Text
RUN  "/ R-5 POLYISO CONTINUOUS INSULATION TO 34"/ R-5 POLYISO CONTINUOUS INSULATION TO BOTTOM OF SLAB TO CREATE A THERMAL BREAK.

AutoCAD SHX Text
NEW  " GYPSUM BOARD OVER 3 " METAL STUDS AT 12" GYPSUM BOARD OVER 3 " METAL STUDS AT 12" METAL STUDS AT 24"OC AT PERIMETER WALLS. SET STUDS OVER  " 34" /R-5 POLYISO CONTINUOUS INSULATION, AND INSULATE BETWEEN STUDS WITH HIGH DENSITY R-15 FIBERGLASS BATTS. TYPICAL AT EXTERIOR PERIMETER WALLS.

AutoCAD SHX Text
NEW STUCCO FINISH TO TERMINATE AT TOP OF EXISTING STONE FOUNDATION WALL. INSTALL ZINC COATED TERMINATION BAR AS REQUIRED.

AutoCAD SHX Text
APPLY NEW 3-COAT CEMENT STUCCO ON EXPANDED GALVANIZED METAL LATH. TYPICAL AT FIRST FLOOR BRICK & CMU WALLS. REFER TO ELEVATIONS. 

AutoCAD SHX Text
SEAL & PAINT STUCCO WHITE. INSTALL ZINC COATED GROUNDS & CORNER BEADS AS REQUIRED.

AutoCAD SHX Text
EXISTING STONE FOUNDATION WALL TO REMAIN.

AutoCAD SHX Text
EXISTING BRICK & CMU MASONRY EXTERIOR WALL TO REMAIN.

AutoCAD SHX Text
NEW 4"x4" STEEL COLUMN ON 8"x8"x " STEEL BASE 12" STEEL BASE PLATE ON NEW 36" SQUARE CONCRETE FOOTING. REFER TO PLANS.

AutoCAD SHX Text
MUD-SET CERAMIC TILE FLOOR AT HALLWAY OVER NEW SLAB. REFER TO PLANS.

AutoCAD SHX Text
1 LAYER OF 5/8" TYPE 'X' FIRECODE GYPSUM BOARD EACH SIDE OF 3 " METAL STUDS AT 16"OC. 12" METAL STUDS AT 16"OC. FINISH JOINTS. INSTALL HALLWAY SIDE OF GYP BOARD OVER RC-1 CHANNELL AT 16"OC. INSULATE WITH 3" MINERAL WOOL BATTS.

AutoCAD SHX Text
ALL PENETRATIONS THRU FIREWALLS MUST BE 1 HOUR RATED.

AutoCAD SHX Text
NEW MECHANICALLY COMPACTED STONE BACKFILL UNDER NEW SLAB. LEVEL ANY EXISTING DEPRESSIONS AND BACKFILL AT DEMOLISHED DRAIN AREAS WITH STONE.

AutoCAD SHX Text
NEW SLOPED ROOF PERIMETER SCREEN AROUND FLAT MECHANICAL AREA. INSTALL "LIFETIME" ARCHITECTURAL COMPOSITION ROOF SHINGLES OVER 30# ROOFING FELT ON  " CDX PLYWOOD SHEATHING OVER 2x6 RAFTERS 12" CDX PLYWOOD SHEATHING OVER 2x6 RAFTERS AT 16"OC.

AutoCAD SHX Text
RUN 1 COURSS OF 36" WIDE ICE SHIELD FROM EAVES OF ROOF. TYPICAL.

AutoCAD SHX Text
NEW VENTED VINYL SOFFIT THROUGHOUT.

AutoCAD SHX Text
ALUMINUM WRAPPED FASCIA WITH DRIP EDGE. PROVIDE GUTTERS AT EAVES.

AutoCAD SHX Text
12" GYP BOARD CEILING AT 9'-0" AFF ON 11 " GPI 65 RAFTERS AT 78" GPI 65 RAFTERS AT 16"OC. INSULATE CEILING WITH R-38 UNFACED BATTS. INSULATE ALL VOIDS. TYPICAL THROUGHOUT.

AutoCAD SHX Text
FYPON MLD-629 OVER  x8 AZEK TOP OF 54x8 AZEK TOP OF WALL TRIM. CARRY TRIM LINE CONTINUOUS AROUND BUILDING. REFER TO ELEVATIONS.

AutoCAD SHX Text
APPLY NEW 3-COAT CEMENT STUCCO ON EXPANDED GALVANIZED METAL LATH. TYPICAL AT FIRST FLOOR BRICK & CMU WALLS. REFER TO ELEVATIONS. 

AutoCAD SHX Text
EXISTING BRICK & CMU MASONRY EXTERIOR WALL TO REMAIN.

AutoCAD SHX Text
PRIME ALL EXTERIOR WALL AND CEILING SURFACES WITH BENJAMIN MOORE 'VAPOR BARRIER PRIMER SEALER 260'.

AutoCAD SHX Text
2x6 CONTINUOUS SUB-FASCIA

AutoCAD SHX Text
INSTALL EDPM ROOFING MEMBRANE ON RIGID INSULATION TAPERED TO PITCH TO ROOF DRAINS OVER  " PLYWOOD DECKING GLUED & NAILED TO 34" PLYWOOD DECKING GLUED & NAILED TO I-JOIST RAFTERS AT 16"OC. MINIMUM INSULATION THICKNESS TO BE 3"/ R-15. RUN ROOFING MEMBRANE UP SIDE WALLS. SEE SHEET A-2.

AutoCAD SHX Text
12" CDX PLYWOOD OVER 2x4 STUDS AT 16"OC AT KNEE WALLS TO SUPPORT 2x6 ROOF RAFTERS AT 16"OC. INSTALL 2x4 CROSS BRACE AT TOP OF LOWER KNEE WALL TO INNER WALL AT 16"OC.

AutoCAD SHX Text
INSTALL 2- PLY 11 " LVL HEADER UNDER ROOF 78" LVL HEADER UNDER ROOF KNEE WALL WHERE PARALLEL WITH RAFTERS.

AutoCAD SHX Text
CONTINUOUS 2x6 LEDGER ACROSS TOP OF RAFTERS.

AutoCAD SHX Text
CAP FLASHING & DRIP EDGE AT ROOF TOP

AutoCAD SHX Text
ALUMINUM FASCIA FLASHING WRAPPED OVER ROOF END AND DOWN OVER LEDGER.

AutoCAD SHX Text
8x16 SCREENED VENT AT 48" OC. TYPICAL AT PERIMETER WALL. SET VENTS 6" BELOW TOP OF WALL PLATE.

AutoCAD SHX Text
SIMPSON STRONG-TIE (SST) H2.5A UPLIFT TIE AT STUD TO RAFTER CONNECTIONS AT 32"OC

AutoCAD SHX Text
INSTALL SST H4 TIES AT STUDS TO ROOF DECK AT 32"OC. TYPICAL.

AutoCAD SHX Text
MECHANICAL SOFFIT & DUCT SPACE

AutoCAD SHX Text
12" GYP BOARD CEILING AT 9'-0" AFF ON 11 " 78" GPI 65 RAFTERS AT 16"OC. INSULATE CEILING WITH R-38 UNFACED BATTS.  INSTALL 2 ROWS OF CROSS BRACING.

AutoCAD SHX Text
FRAME OUT SOFFIT FOR DUCTWORK WITH METAL STUD AS WHERE NOTED ON PLANS. FINISH WITH  " GYPSUM BOARD. TYPICAL AT 12" GYPSUM BOARD. TYPICAL AT EACH APARTMENT WHERE NOTED.

AutoCAD SHX Text
TYPICAL PARTITION WALL FRAMED WITH 2x4 METAL STUDS AT 16"OC. REFER TO PLANS.

AutoCAD SHX Text
W 12x22 STEEL GIRDER SET UNDER ROOF JOISTS. REFER TO PLANS.

AutoCAD SHX Text
NEW SLAB DETAIL

AutoCAD SHX Text
 1" = 1 FOOT

AutoCAD SHX Text
ROOF DETAIL

AutoCAD SHX Text
 1" = 1 FOOT

AutoCAD SHX Text
GIRDER & SOFFIT DETAIL

AutoCAD SHX Text
 1" = 1 FOOT
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