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CONSTRUCTION LEGEND

EXISTING STUD WALL TO REMAIN

EXISTING MASONRY WALL

NEW CONSTRUCTION

BE DEMOLISHED
EXISTING WALLS TO

SHEET NOTES CALL: SEE NOTES THIS SHEET

HARDWIRED CARBON MONOXIDE ALARM

HARDWIRED SMOKE ALARMS

CO

S45

TO BE CHOSEN BY OWNER
WALL MOUNT BATHROOM VANITY LIGHT

ELECTRIC SYMBOL LEGEND

3

L

2

RG 6 CABLE: HOMERUN ALL WIRES INDIVIDUALLY TO CENTRAL PANEL AT BSMT

IN ALL NEW & EXISTING BEDROOMS AS REQ'D BY CODE
HARDWIRED SMOKE ALARM.  INSTALL NEW SMOKE ALARMS

CARBON MONOXIDE ALARM

CABLE TELEVISION/ COMPUTER JACK LOCATION. SET WALL HEIGHT AS NOTED.

CO

S

T
V

DUPLEX RECEPTACLE. USB INDICATES USB CHARGING PORT

3 POLE SWITCH
..

6" CREE LR6 led RECESSED LIGHT FIXTURE W/ RC6 RECESSED HOUSING.
AIR SEAL, I/C, ENERGY STAR. led NEUTRAL COLOR LAMP 3500K

HALOGEN PENDANT LIGHT FIXTURE
TO BE CHOSEN BY OWNER

SURFACE MOUNTED CEILING LIGHT FIXTURE
TO BE CHOSEN BY OWNER

CABLE, DATA & STRUCTURED WIRING HOME-RUN PANEL

PHONE & DATA OUTLET. INSTALL ONE CAT 5 WIRE JACK AND ONE RJ-45 LAN JACK
HOME RUN ALL CABLES TO DATA PANEL.

BATHROOM WALL SCONCE TO BE CHOSEN BY OWNER.

3 POLE DIMMER SWITCH

EXTERIOR FLOOD LIGHT
MD INDICATED MOTION DETECTOR SWITCH

WALL SCONCE AS CHOSEN BY OWNER.  SET WALL HEIGHT AS DETERMINED BY
OWNER.

DATA

S
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3
S

MOTION DETECTOR ACTIVATED SWITCH

S
M

D
 

EXTERIOR DOWN LIGHT WALL SCONCE AS CHOSEN BY OWNER.  SET WALL HEIGHT
AS DETERMINED BY OWNER. DAMP LOCATION.

1. COORDINATE DIMMER SWITCHES WITH led MANUFACTURER'S

APPROVED DIMMER SWITCH LIST. DO NOT INSTALL

NON-COMPATABLE DIMMER SWITCHES.

2. FIELD VERIFY SCONCE HEIGHTS ON WALL WITH OWNER AND FIXTURE

CHOSEN.
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